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Check the accessibility of your IBN protocol. With the help of the software tool iFLOW you can read the setting 
values. Make a note of the speed values of the fans..   Quit the program iFLOW II. 
With Servoflow  equipment  air handling units, the setup can be renewed easily  with  help of the INI CAL button 
 
The latest version of this program, which you can download from the Pluggit website, updates the firmware of 
the air handling unit 
Start this process by clicking the. exe file. 
Follow the instructions on the screen. Please note that the steps may take some time processing. Stay patient 
and wait for the next instructions. 
The following images show the progress of the update: 
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Wait for the next statement on screen. 
The processes repeat several times, this is simple off and on work flow.. 
 

 
The following renewals are carried out depending on the actuality of the 
Firmware in the air handling unit 
• Update firmware to a newer version 
• Update to migration 14 to update the data bank 
• Update to increase the disk space on the board 
• Add patches to the control 
 
You will receive a notification if your device is already up-to-date. 

At a stage in the process, the board will beep sounds, but this 
is not an error message, it fully normal in the process. 
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When this screen appears, you have completed the update. Close the program and disconnect the USB cable 
from the air handling unit.  Switch the unit off again and then on again. 
When the air handling unit is running again, you can connect the USB cable and start the IFLOW II software. 
 



- 4 - 

User Manual Firmware-Update  Tool  268 

USB cable type = USB A/B same cable as the scanner, printer, 
etc. 
 
1. = OFF   disconnect air handling unit  
2. = ON     connect air handling unit 


